	NTS/ETAS Satellite Phone (BGAN) Quick Setup Guide
This Guide Assumes the User has had Formal NTS/ETAS Training. See the NTS/ETAS User Guide in the Unclassified Training Section of the NTS/ETAS Web Site for more comprehensive instructions.  https://www.dmdc.osd.mil/nts
Instructions to Set the BGAN to Operate in LAN Mode

1. Power on the Thrane & Thrane Explorer 500 BGAN Satellite Receiver.
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2. Upon powering on the BGAN, click the “C” button to display the “Point Now?” message. 
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3. Click either the up or down arrow until “Settings” is hi-lighted. 
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4. Click the “OK” button, and then either the up or down arrow until “Interfaces” is hi-lighted.  
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5. Click the “OK” button, and then either the up or down arrow until “LAN” is hi-lighted.
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6. Click the “OK” button, and then select “On”.  

7. Click the “C” button to return to “Interfaces” and ensure both BLUETOOTH and PHONE/FAX are turned “Off”.  

8. Continuously click the “C” button until the screen returns to “Point Now?” and click “OK” to return to the find the signal strength screen.   Proceed to ‘Begin BGAN Operations’ on Page 2. 
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Instructions To Begin BGAN Operations after it’s set to LAN Mode

1. Connect the BGAN to the Local Server computer using an Ethernet cable.  

2. Power on the BGAN and find a Satellite Signal Strength of 47.0 dBHz or higher. 
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3. Click “OK” after desired signal strength is achieved; the BGAN will search for a Satellite. 
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4. The BGAN will self-register after finding a Satellite.  
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5. The BGAN is ready to operate when it displays “Data” and the current number of KB transferred. The KB number will increase during data transmissions.    
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Note:  The NTS/ETAS Local Server Computers are already configured to operate with the BGAN set to LAN mode.  DO NOT change the Wired/LAN Connection settings.  Also the BGAN Launch Pad Program is not required to operate the BGAN with NTS/ETAS.  Loading Launch Pad onto the computers may cause harm to the system and disrupt communications.      
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